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Arcadia Exterior Sconce

Exceptional appearance by day, great performance by night. Arcadia 

offers compelling light control and design with the aesthetic faceplate 

flexibility to complement architecture during daylight hours. Multiple 

lampings and unique light patterns provide striking accents for exterior 

facades and illumination for comfort and security. Choose which light 

pattern best enhances a design and even control the distribution size 

with the adjustable light baffle option. If unspecified, Arcadia’s standard 

light distribution is an unobstructed circular pattern.

Arcadia Exterior Wall Sconce
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AEW1080

Arcadia Square - Luminous Window

Arcadia Round - Solid Face

Arcadia Round - Luminous Window

AEW1088 AEW1100

AEW1082 AEW1094 AEW1102

AEW1084 AEW1096 AEW1104

AEW1086 AEW1098 AEW1106



A R C A D I A  RO U N D A R C A D I A  S QUA R E PA I N T E D  F I N I S H E S

M E TA L  F I N I S H E S

Embossed Stainless Steel Brushed Aluminum
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Solid Face Solid Face Painted FinishesLuminous Window Luminous Window
Choose from our palette 
of powder coated paint 
fi nishes. Multiple face 
panels create endless 
fi nish opportunities.  

Basic exterior lighting provides illumination 

for comfort and security. With lamping options 

available up to 150-watt Metal Halide, Arcadia 

can satisfy those needs, and much more. 

Multiple housing styles, an endless palette 

of finish options, and several distinct light 

patterns to choose from, the designer can 

select a luminaire to truly become an integral 

part of the architectural setting.

Multiple Finish OptionsTwo Classic Housing Shapes

Arcadia Exterior Sconce



 R E M OT E  B A L L A S T  O P T I O N A L  B A L L A S T  C O M PA R T M E N T

Ballast Detail
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The Arcadia Series offers a selection of five unique 

light pattern kits, allowing for unique expressions of 

light on a wall.

Arcadia comes standard with a magnetic remote 

ballast, creating a projection as little as 7" off 

of an exterior wall.

The optional integral electronic 

ballast compartment adds only 

1.5" to the overall luminaire 

projection.

Mounting Options

Five Unique Light Patterns

Standard  Wide open

LP3  Up/Down Only Narrow

Arcadia Baffles Detail

T4 and T6 Lampings T4 and T6 Lampings

ED17 Lampings ED17 Lampings

LP2  Radial PatternLP1  Up/Down Only Wide

LP4  Radial Narrow
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Arcadia 
Exterior 
Sconce

The smooth lines of the Arcadia 

Round create the ideal complement 

for radiused architectural features. 

Three levels of detail are available 

with either a solid or luminous face, 

allowing for the appropriate amount 

of detail for a space. 

The Arcadia Round Series is 

available with Metal Halide or 

Tungsten Halogen lamp packages.

18"

18"

Arcadia Round



Alternative Orientations

45RT Mounting Option

BASE

BASE

BASE

ALTERNATE

ALTERNATES
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How to Specify Arcadia’s Multiple Finishes 

EXAMPLE: AEW1124 - PT07 - 1M39 - 120 - SBC 

EXAMPLE: AEW1132 - PT07 - 1M39 - 120 - SBC - AF2:PT31

EXAMPLE: AEW1140 - PT07 - 1M39 - 120 - SBC - AF2:PT31- AF4:PT31

BASEBASE

BASE AF2BASE AF2

AF3

AF2AF4

BASE

AF3

AF2AF4

BASE

BASE BASEAF2 AF2

AF4 AF4AF3 AF3

Solid Face

Two Panel Face

Four Panel Face

Specify base finish than move 
clockwise to specify AF2, AF3 
and finally AF4.

Specify base finish only. In this 
example, “PT07” is used for a 
light taupe painted finish.

Specify base finish than AF2. In 
this example, “PT07” is used 
as the base finish, accented by 
“PT31” for a medium bronze finish 
on panel number 2.

The round form of the Arcadia face can be rotated 

45° at the factory to change the location of the 

black reveal.
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Arcadia Exterior Sconce

 Specifications:
Mounts to a standard 4" octagonal  

 junction box.

Standard electronic ballast.

Integral or remote electronic   
 Metal Halide ballast available.

Formed metal housing.

Fully gasketed and sealed lamp cham- 
 ber with tempered glass enclosure.

Mounting brackets and lamp engine are  
 black powder coated.

Wet locations.

Assistance Available:  Please see our 
 website, or call 262-242-1420 for more 
 specific product information, applications 
 assistance or modification requests.

FAC E  F I N I S H E SO P T I O N S

SBC
Surface Mount Ballast
Compartment. Adds 1 1/2"
to luminaire overall projection.

45RT
Alternate Orientation

LP4
Radial Narrow

LP3
Up/Down Only Narrow

LP2
Radial Pattern

LP1
Up/Down Only Wide

ALB
Adjustable Light Baffle
A flat black aluminum 
baffle, slid manually, to 
control the amount of 
fixture perimeter light. 
Baffle shown above 
is partially open.

S I N G L E  PA N E L  FAC E T WO  PA N E L  FAC E F O U R  PA N E L  FAC E

ROUND HOUSING, SOLID FACE

AEW 1084
AEW 1124

AEW 1096
AEW 1132

AEW 1104
AEW 1140

8.0" 18"

AEW 1124

ES1
BASE FINISH

AEW 1140AEW 1132

AEW 1084 AEW 1104AEW 1096

18"7.0"

8.0" 18"

18"8.5"

ES1
BASE FINISH

ES1
BASE FINISH

8.0" 18"

18"7.0"

8.0" 18"

18"8.5"

8.0" 18"

18"7.0"

8.0" 18"

18"8.5"



13Tel  262.242.1420    contact@spilighting.com    www.spilighting.com© 2007-2009 SPI Lighting. Design modification rights reserved.

Sample model number:

ALTERNATE

FINISH(S)OPTIONVOLTAGELAMPING  

BASE

FINISHSTYLE

AEW 1096 - PT07 - 1M39 - 120 - SBC - AF2:PT10

SINGLE PANEL FACE TWO PANEL FACE FOUR PANEL FACE

A LT E R N AT E  FAC E  F I N I S H E S  A N D  O R I E N TAT I O N

Face finishes are available in three versions:

· PT_ For any one of the wide variety of painted finishes
 available from our Finish Selection Guide.

· BAL   Brushed Aluminum

· ES1   Embossed Stainless Steel in a linear pattern.
 Fasteners are visible on face plates.

BAL ES1

FAC E  F I N I S H E SO P T I O N S

ALB  Adjustable Light   
 Baffle

LP1  Up/Down Only Wide

LP2 Radial Pattern

LP3 Up/Down Only Narrow

LP4 Radial Narrow

45RT Alternate Orientation

SBC Surface Mount
 Ballast Compartment

SSC Surface Mount 
 Splice Compartment

For further details on options, 

see Technical Notes on page 16.

For fixtures available with 45RT 

option, see illustrations below.

AEW 1084
AEW 1124

BASE AF2BASE

AEW 1104
AEW 1140

AEW 1096
AEW 1132

45RT

Lamping Detail

AEW 1084

AEW 1096

AEW 1104

PT_ Painted. (Include  
 Paint Number)

BAL Brushed Aluminum

ES1 Embossed Stainless 
 Steel-linear pattern 

120

277

1T100
1 (1) QTZ100W/T4/DC BAY

1T150
1 (1) QTZ150W/T4/DC BAY

1M39 (1) CMH39/T6/G12/U

1M70 (1) CMH70/T6/G12/U

1M150 (1) CMH150/T6/G12/U

SELECT LAMPING
SELECT 

VOLTAGESELECT STYLE

AEW 1124

AEW 1132

AEW 1140

PT_ Painted. (Include  
 Paint Number)

BAL Brushed Aluminum

ES1 Embossed Stainless 
 Steel-linear pattern 

1M50 (1) MH50/MED/ED17/C/U

1M70 (1) MH70/MED/ED17/C/U

1M100 (1) MH100/MED/ED17/C/U

SELECT BASE FINISH

1 

120 volt only.

SELECT OPTIONS SELECT ALTERNATE FINISH(S)

AF2_ Alternate Finish 2

AF3_ Alternate Finish 3

AF4_ Alternate Finish 47"
 P

ro
jec

tio
n 

8.
5"

 P
ro

jec
tio

n 

BASE

AF2AF4

AF3

BASE AF2

AF4 AF3

See SPI Finish Selection Guide,  

on page 17.

Alternate Finishes are not avail-

able with ES1 Base Finish.

For further details on Alternate 

Finishes, see Technical Notes 

on page 11.



14 ©  2007-2009 SPI Lighting. Design modification rights reserved.Tel  262.242.1420    contact@spilighting.com     www.spilighting.com

Arcadia Exterior Sconce

Specifications:
Mounts to a standard 4" octagonal  

 junction box.

Standard electronic ballast.

Integral or remote electronic   
 Metal Halide ballast available.

Formed metal housing.

Fully gasketed and sealed lamp cham- 
 ber with tempered glass enclosure.

Luminous white 5" diameter tempered  
 glass circular center.

Mounting brackets and lamp engine are  
 black powder coated.

Wet locations.

Assistance Available:  Please see our 
 website, or call 262-242-1420 for more 
 specific product information, applications 
 assistance or modification requests.

O P T I O N S

SBC
Surface Mount Ballast
Compartment. Adds 1 1/2"
to luminaire overall projection.

45RT
Alternate Orientation

LP4
Radial Narrow

LP3
Up/Down Only Narrow

LP2
Radial Pattern

LP1
Up/Down Only Wide

ALB
Adjustable Light Baffle
A flat black aluminum 
baffle, slid manually, to 
control the amount of 
fixture perimeter light. 
Baffle shown above 
is partially open.

S I N G L E  PA N E L  FAC E T WO  PA N E L  FAC E F O U R  PA N E L  FAC E

ROUND HOUSING, LUMINOUS CENTER

AEW 1086
AEW 1126

AEW 1098
AEW 1134

AEW 1106
AEW 1142

8.0" 18"

AEW 1126

ES1
BASE FINISH

AEW 1142AEW 1134

AEW 1086 AEW 1106AEW 1098

18"7.0"

8.0" 18"

18"8.5"

ES1
BASE FINISH

ES1
BASE FINISH

8.0" 18"

18"7.0"

8.0" 18"

18"8.5"

8.0" 18"

18"7.0"

8.0" 18"

18"8.5"
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Sample model number:

STYLE

BASE

FINISH LAMPING  VOLTAGE OPTION

ALTERNATE

FINISH(S)

AEW 1106 - PT18 - 1T100 - 120 - 45RT - AF2:PT06 - AF3:PT18 - AF4:PT06

A LT E R N AT E  FAC E  F I N I S H E S  A N D  O R I E N TAT I O N

FOUR PANEL FACETWO PANEL FACESINGLE PANEL FACEFace finishes are available in three versions:

· PT_ For any one of the wide variety of painted finishes
 available from our Finish Selection Guide.

· BAL   Brushed Aluminum

· ES1   Embossed Stainless Steel in a linear pattern.
 Fasteners are visible on face plates.

BAL ES1

FAC E  F I N I S H E S

ALB  Adjustable Light   
 Baffle

LP1  Up/Down Only Wide

LP2 Radial Pattern

LP3 Up/Down Only Narrow

LP4 Radial Narrow

45RT Alternate Orientation

SBC Surface Mount
 Ballast Compartment

SSC Surface Mount 
 Splice Compartment

For further details on options, 

see Technical Notes on page 16.

For fixtures available with 45RT 

option, see illustrations below.

AEW 1086
AEW 1126

AEW 1106
AEW 1142

AEW 1098
AEW 1134

45RT

BASE BASE AF2

BASE

AF2AF4

AF3

Lamping Detail

AEW 1086

AEW 1098

AEW 1106

PT_ Painted. (Include  
 Paint Number)

BAL Brushed Aluminum

ES1 Embossed Stainless 
 Steel-linear pattern 

120

277

1T100
1 (1) QTZ100W/T4/DC BAY

1T150
1 (1) QTZ150W/T4/DC BAY

1M39 (1) CMH39/T6/G12/U

1M70 (1) CMH70/T6/G12/U

1M150 (1) CMH150/T6/G12/U

SELECT LAMPING
SELECT 

VOLTAGESELECT STYLE

AEW 1126

AEW 1134

AEW 1142

PT_ Painted. (Include  
 Paint Number)

BAL Brushed Aluminum

ES1 Embossed Stainless 
 Steel-linear pattern 

1M50 (1) MH50/MED/ED17/C/U

1M70 (1) MH70/MED/ED17/C/U

1M100 (1) MH100/MED/ED17/C/U

SELECT BASE FINISH

1 

120 volt only.

SELECT OPTIONS SELECT ALTERNATE FINISH(S)

AF2_ Alternate Finish 2

AF3_ Alternate Finish 3

AF4_ Alternate Finish 47"
 P

ro
jec

tio
n 

8.
5"

 P
ro

jec
tio

n 

BASE AF2

AF4 AF3

See SPI Finish Selection Guide,  

on page 17.

Alternate Finishes are not avail-

able with ES1 Base Finish.

For further details on Alternate 

Finishes, see Technical Notes 

on page 11.



 Remote Ballast Kit Dimensions

SBC
Surface Mount Ballast Compartment 
Spun aluminum electronic ballast enclosure. 
Fixture mounts to front side of ballast enclosure, 
providing a waterproof seal. Ballast compartment 
adds 1-1/2" to depth of fixture.  

SSC
Surface Mount Splice Compartment 
Spun aluminum enclosure for splice connections. 
Fixture mounts to front side of enclosure, 
providing a waterproof seal. Splice compartment 
adds 1-1/2" to depth of fixture. Ballast is 
remote mounted.

SBC/SSC

A

C

B
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Arcadia Exterior Sconce

Technical Notes

Electronic Ballasts

Photometry

Lamp Comparisons

Lamp

Designator Lamp Type Wattage CRI

Rated Lamp

Life (Hours)

Initial

Lumens

Design

Lumens

1T100 QTZ100W/T4/DC BAY 100 — 2,000 1,750 —

1T150 QTZ150W/T4/DC BAY 150 — 2,000 2,700 —

1M39 CMH39/T6/G12/U 39 81 12,000 3,300 2,600

1M50 MH50/MED/ED17/C/U 50 70 7,500 2,900 2,100

1M70 CMH70/T6/G12/U 70 84 12,000 6,600 4,950

1M70 MH70/MED/ED17/C/U 70 70 11,250 4,800 3,400

1M100 MH100/MED/ED17/C/U 100 70 11,250 7,700 5,500

1M150 CMH150/T6/G12/U 150 85 12,000 14,000 9,800

 Test Number   ITL58345

 Fixture    18" Square Wall Mount,
Open Baffles*

 Luminaire
· Direct - Indirect distribution
· Fabricated metal faceplate
· Frosted glass diffuser

 Lamp
· (1) 150-watt clear T-6 CMH
· Rated 14,000 lumens

 Ballasts
· Magnetic

* Contact factory for photometric information for optional light pattern kits.

HID lamps contain Mercury(Hg). Please dispose of these lamps in accordance with local, state and federal laws.

Coefficients of utilization zonal cavity method

Effective floor cavity reflectance 0.20
RC 80 70 50 30 10 0
RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0

0 44 44 44 44 40 40 40 40 34 34 34 28 28 28 23 23 23 20
1 38 36 34 32 35 33 31 29 27 26 25 22 21 20 18 17 16 14
2 34 31 28 25 31 28 25 23 23 21 19 19 17 16 15 14 13 11
3 31 27 23 20 28 24 21 19 20 18 16 16 14 13 13 11 10 8
4 28 23 20 17 26 21 18 16 18 15 13 14 12 11 11 10 8 7
5 26 21 17 14 24 19 16 13 16 13 11 13 11 9 10 8 7 6
6 24 18 15 12 22 17 14 11 14 12 10 11 9 8 9 7 6 5
7 22 17 13 11 20 15 12 10 13 10 8 10 8 7 8 7 6 4
8 20 15 12 9 19 14 11 9 12 9 7 9 8 6 8 6 5 4
9 19 14 10 8 17 13 10 8 11 8 7 9 7 5 7 5 4 3

10 18 12 9 7 16 12 9 7 10 7 6 8 6 5 6 5 4 3

0 deg.

180 deg.

1300

650

1300

650

90 deg.

180° 165° 150° 135°

15°0° 30° 45°

120°

105°

75°

90°

60°

Zonal Lumen Summary

Zone Lumens % Lamp % Fixture

0 - 30 491 3.5 8.6
0 - 40 795 5.7 13.9
0 - 60 1505 10.8 26.3
0 - 90 2811 20.1 49.2

90 - 120 1311 9.4 22.9
90 - 130 1693 12.1 29.6
90 - 150 2355 16.8 41.2
90 - 180 2903 20.7 50.8

0 - 180 5714 40.8 100.0

Total luminaire effi ciency = 40.8%

Watt/Type Lumens Proration factor

(1) 70W T6 G12 6600 .47
(1) 39W T6 G12 3300 .24

Lamp Ballast A B C

M39 Electronic 2.5" 7.0" 4.8"
M70 Electronic 2.5" 7.0” 4.8"
M150 Electronic 2.5" 7.0” 4.8"

Lamp Type Remote Distance Min. Ambient Start Temp.

CMH39/T6/G12/U 50 feet -30° C
CMH70/T6/G12/U 50 feet -30° C
CMH150/T6/G12/U 50 feet -30° C
MH50/MED/ED17/C/U 50 feet -30° C
MH70/MED/ED17/C/U 50 feet -30° C
MH100/MED/ED17/C/U 50 feet -30° C

 Integral or Remote Mounting
 · Universal, 120 - 277 volt operation.
 · Thermally protected, Class “A” sound rating.
 · Power mains must be cycled off and then on to reset ballast 
  after failed lamps are replaced.
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Finishes

Arcadia Square - Solid Face

AEW 1080 6

AEW 1088 6

AEW 1100 6

AEW 1120 6

AEW 1128 6

AEW 1136 6

Arcadia Square - Luminous Face

AEW 1082 8

AEW 1094 8

AEW 1102 8

AEW 1122 8

AEW 1130 8

AEW 1138 8

Arcadia Round - Solid Face

AEW 1084 12

AEW 1096 12

AEW 1104 12

AEW 1124 12

AEW 1132 12

AEW 1140 12

Arcadia Round - Luminous Face

AEW 1086 14

AEW 1098 14

AEW 1106 14

AEW 1126 14

AEW 1134 14

AEW 1142 14

IndexPaint Finishes

PT03 Morning Light PT04 Warm White PT05 Putty

PT08 Medium Taupe PT09 Medium Gray PT10 Dark Gray

PT13 Warm Gray PT14 Light Gray PT15 Sage

PT01 Superwhite*

PT06 Warm Beige

PT11 Black

PT16 Spruce

PT02 White

PT07 Light Taupe

PT12 Dark Chocolate

PT17 Red PT18 Deep Red PT19 Blue PT20 Dark Green

BAL Brushed Solid Aluminum

ES1 Embossed Stainless   
 Steel-Linear Pattern

For our full finish offering, visit www.spilighting.com/finishes. Contact finishes@spilighting.com 
for finish samples. For custom colors, please contact factory.

Metallic Paint Finishes

PT21 Pearl White* PT22 Platinum* PT27 Deep Copper*

PT28 Dark Stainless* PT29 Red Brass* PT31 Medium Bronze*

PT32 Dark Bronze* PT46 Aluminum PT47 Deep Red Brass

PT48 Brass

*Indicates glossy paint.

PT49 Bronze

Metal Finishes



SPILIGHTING

A R C H I T E C T U R A L  L I G H T I N G

10400 NORTH ENTERPRISE DRIVE    
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TEL 262-242-1420  
FAX 262-242-6414
   
WWW.SPILIGHTING.COM

1020-61

Ceiling
Perfect alone, or as an accent to our other 
families of product. Surface mount or semi-
recessed versions available.

Pendant
Advent’s extensive pendant selection 
features luminous acrylic bowls and 
cylinders as well as opal glass and 
spun metal options.

Sconce
With styles from classic to contemporary, 
many meeting ADA requirements, Advent 
sconces provide a decorative accent for 
any type of space.

Chandelier
Two and four bowl configurations provide 
a dramatic effect for large-scale spaces. 
Also available in cylinder versions.

To learn more about SPI and our 
product offerings, please come 
visit us at: www.spilighting.com.

Advent Catalog Supplement 2004




